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Setup

(Standard Colour Black - Mater�al PC)

Model

Code

Power Supply

Absorbed Roted Current

Power

Work�ng Temperature

IP

Number of Leds

Traffic L�ghts D�mens�on

TECHNICAL DATA

ESL-3301

-20 / +55º

ESLD-3302

230 V

195x3 pcs 195x3 pcs

Body - 56 / Led Module 55

70 ma

13 W

70 ma

13 W

70 ma

13 W

ø300 mmø300 mm

4.8 kg4.8 kg

ESL-3301
(Traffic L�ght)

ESLD-3302
(R�ght-Left)

ESL-3305
(LED Flash�ng)

ESL-3306
(LED Flash�ng)

We�ght(approx.) 12.2 kg 12.2 kg

195 pcs

ø300 mm

195 pcs 

ø300 mm

195 pcs

ø300 mm

ESL-3305ESL-3306 ESLC-3304

70 ma

13 W

70 ma

13 W

4.8 kg

12 V24 V 230 V 12 V24 V 230 V 12 V24 V230 V 12 V24 V 230 V 12 V24 V

 380 

 1
1
2
5
 

300 

 280  160 

 4
0
 

 1
1

5
0

 

 

 380 

 4
3
5
 

 280  160 

 4
0
 

 4
6

0
 

300 

ESLC-3304
(Countdown T�mers)



www.eveluxtech.com

ESL-2201
(Traffic L�ght)

ESLD-2202
(R�ght-Left)

ESL-2203
(Traffic L�ght)

ESL-2206
(LED Flash�ng)

Instruct�ons

Cert�fica TS EN 12368

ESL- 1101
(Traffic L�ght)

24 V230 V

70 ma

10 W

12 V

7.9 kg

117x3 pcs

ø200 mm

ESLD-2202

230 V

117x3 pcs

70 ma

10 W

ø200 mm

7.9 kg

24 V 12 V

ESL-2203

230 V 12 V

117x2 pcs

70 ma

10 W

ø200 mm

5.8 kg

24 V

ESL-2201

-20 / +55º

230 V

Body - 56 / Led Module - 55

70 ma

10 W

ø200 mm

12 V

ESL-2206

117 pcs 

3.7 kg

24 V24 V230 V

70 ma

10 W

ø200 mm

12 V

ESL-2207

117 pcs 

3.7 kg

24 V 24 V

33x3 pcs

ø100 mm

12 ma

2 W

56 

230 V 12 V

ESL-1101

 280 
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 130 
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0
 

 190 

 9
7
0
 

200 

200 

 5
9
5
 

 280  130 

 4
0
 

 190 

 7
1
5
 

ESL-2207
(LED Flash�ng)

200 

 5
9
5
 

 280 

 4
5
5
 

 130 

 4
0
 

 190 

 4
0
0
 

 155 

 4
7
3
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 3
0
 

100 

ESLC-2204
(Countdown T�mers)

ESLC-2204

230 V

70 ma

10 W

12 V

3.7 kg 1.8 kg

ø200 mm

117 pcs 

56
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SINCE 1988

Our wide range of products makes it easy 
for you to create safer roads. evelux dealers 
will help you to get more information.

1- RECOMMENDATION

YÜKSELEN METAL is certified according to 
EN ISO 9001:2015 and ISO 14001:2015. 
Certification has been made according to the 
wide range of steps which is required for product 
quality. Moreover, it includes continuous training 
of employees to improve internal operating 
procedures and strengthen relationships with our 
customers. It is our success to provide you with the 
highest level of service.

2- CERTIFICATION

Further, you can review our product specifications by visiting our 
website. You can get a comprehensive more idea from our 
e-technical catalog.
The d�mens�ons �n the catalog are techn�cal draw�ng values.
Check on the actual product.
www.eveluxtech.com

4- WEBSITE

In addition to our main catalog, we offer special 
product brochures for the use of municipality, 
road construction companies, parking lot management 
employees, and site management. Please ask our 
dealers or view online.

3- CATALOGS

CE 200605 TS EN 13422+A1

14001:2015

Head Office / Showroom

Şerifali Mah. Mevdudi Sk. No:33/35
Ümraniye 34775 İSTANBUL/TÜRKİYE

satis@parxis.com.tr
www.parxisonline.com.tr

+90 216 755 30 75

Branch

Perpa Tic Mer. B Blok 2. Kat No: 31
Okmeydanı Şişli 34384 İSTANBUL/TÜRKİYE

+90 212 210 07 42
+90 212 210 07 22
export@eveluxtech.com
www.eveluxtech.com

YUKSELEN METAL 
MOULD PLASTIC CO.LTD.

Factory

(KOS) Kırım Cd. Sarı Çiçek Sk. No:3 
Selçuklu 42250  KONYA/TURKEY

+90 332 248 10 73 
+90 332 251 81 65

www.yukselenmetal.com.tr
satis@eveluxtech.com

is a trademark of&

2025 All products are developed & 
designed in R&D department
of YUKSELEN CO.LTD. All designs 
are patent pending.
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